


DIMENSIONS STRECHED SHEETS ON BOARDS 2000x1000mm & 3000x1500mm

Type / Denomination Black Weight
(Kgs/M2)

Galv. Weight
(Kgs/M2)

Sheet 3/5 mm 28.00 30.25

Sheet 4/6 mm 36.00 38.90

DIMENSIONS LAPPED PLATES ON BOARDS 2000x1000 y 3000x1500mm

Type / Denomination Black Weight
(Kgs/M2)

Galv. Weight
(Kgs/M2)

Sheet 3/5 mm 27.80 29.30

DIMENSIONS SMOOTH PREGALVANIZED SHEETS ON BOARDS

Type / Denomination Galv. Weight (Kgs./m2)

Sheet 0.8 mm

Sheet 1.2 mm

Sheet 1 mm

Sheet 1.5 mm

6.30

9.45

7.85

10.45

2000x1000mm

Sheet 2 mm 15.70

Sheets
Streched sheets on boards
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DIMENSIONS SMOOTH HOT DIP GALVANIZED SHEETS ON BOARDS OF

Type / Denomination Black Weight
(Kgs/M2)

Galv. Weight
(Kgs/M2)

Sheet 1.5 mm 11.80 13.00

Sheet 2 mm 15.70 17.30

Sheet 3 mm 23.55 25.44

Sheet 4 mm 31.40 33.92

Sheet 5 mm 39.25 42.40

DIMENSIONS SHEET WITH PLINTH PROFILE

Type / Denomination Black Weight
(Kgs/M2)

Galv. Weight
(Kgs/M2)

PB-530 1mm 4.67 5.15

DIMENSIONS PROFILE GUIDE TO EMBED

Type / Denomination Material
Density

Galv. Weight
(Kgs/M2)

Guide 44x64mm 3 mm 2.8

2000x1000mm

FINISH

Black, pre-galvanized, hot dip galvanized UNE-EN ISO 1461

Other methods, under consultation

®

®

Sheets
Streched sheets on boards



DIMENSIONS (mm)

Type
Denomination

Black weight
(Kgs/M.l.)

Galvanized weight
(Kgs/M.l.)

Platern 16x3mm 0.38 0.45

Platern 20x3mm 0.48 0.59

Platern 25x3mm

Platern 25x4mm

Platern 30x3mm

Platern 30x4mm

Platern 35x4mm

Platern 40x4mm

Platern 40x6mm

Platern 40x8mm

Platern 50x4mm

Platern 50x6mm

Platern 50x8mm

Platern 60x6mm

Platern 60x8mm

Platern 80x8mm

0.60

0.80

0.71

0.94

1.10

1.26

1.89

2.51

1.57

2.36

3.14

2.85

3.77

5.03

0.65

0.90

0.89

1.05

1.20

1.40

2.05

2.70

1.70

2.53

3.40

3.05

4.04

5.39

Platern 100x8mm

Platern 100x10mm

6.28

7.85

6.70

8.20

Platerns

®

®

Hot Dip Galvanized Laminated Profiles

FINISH

Other methods, under consultation

Hot Dip Galvanized UNE-EN ISO 1461
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DIMENSIONES (mm)

Type

Denomination

Black weight
(Kgs/M.l.)

Gal. weight
(Kgs/M.l.)

T 30mm

T35mm

T40mm

T45mm

T50mm

T60mm

T80mm

T70mm

1.80

2.33

2.96

3.67

4.44

6.23

10.70

8.32

1.90

2.50

3.20

4.00

4.90

6.60

11.45

8.91

Simples T
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FINISH

Other methods, under consultation

Hot Dip Galvanized UNE-EN ISO 1461



DIMENSIONES (mm)

Type

Denomination

Black weight
(Kgs/M.l.)

Gal. weight
(Kgs/M.l.)

Ø 8mm 0.40 0.43

Ø 10mm 0.62 0.67

Ø 12mm

Ø 14mm

Ø 16mm

Ø 18mm

Ø 20mm

0.89

1.21

1.58

2.00

2.47

0.95

1.30

1.67

2.05

2.60

Solid rounds
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FINISH

Other methods, under consultation

Hot Dip Galvanized UNE-EN ISO 1461

Hot Dip Galvanized Laminated Profiles























Cerramientos Modulares

®

®

Folded grating
Modular enclosures

TECHNICAL CHARACTERISTICS

It is made of wire  Ø 4.8 mm.,  mesh of  200x55 mm.

with folds to strengthen  50x50 mm.

Defensive knives located on the top.

Post tube  60x40x1,5 mm. with plastic stoppers on the top.

Clamp with plastic stopper is the closure system to hide the bolts.

Available in three types of heights ,  1,  1.2, 1.5 y 2 mts.

FINISH

Hot dipped galvanized by immersion  UNE-EN ISO 1461.

Pre-galvanized.

Pre-galvanized + plasticized with polyester.

(White  RAL 9010 ó Green RAL 6005).

Other colours, by request.

¡

Hot dipped galvanized by immersion  UNE-EN ISO 1461

+ painted polyester.
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Folded grating
Modular enclosures
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DIMENSIONS (mm)

POST 60x40x1.5 mm CLAMP

Total Height Nominal Height Number of Posts

1.400 1,000 2

1.900 1,500 3

2.400 2,000

Distance between axes  2515 mm

4

1.500 1,200 2

60

40

Distance between axes  2515mm

panel

nuts

stoppers

panel
clamp

stoppers

bolts

length

length

length

length
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TECHNICAL SPECIFICATIONS

Manufactured with 2mm embossed sheet of 14 x 14mm

The measurements of the steps are 600, 800 y 1000 mm by 250mm of tread.

¡

TECHNICAL SPECIFICATIONS

Manufactured with 2 and 2.5mm perforated sheet flared with a diameter

of 15mm

The measurements of the steps are 600, 800 y 1000 mm by 250mm of tread.

TECHNICAL SPECIFICATIONS

Manufactured with 30x30mm mesh welded grid, nominal 34x38 mm. to shafts,

round 4 Ø 4mm. and 25x2mm plate. or 30x2mm., with frontal anti-slip for welding

or with brackets for screwing.

¡

¡

800 (direction of the platern) x 270 (direction of the round) plate 25x2 mm.

900 (direction of the platern) x 270 (direction of the round) plate 30x2 mm.

1000 (direction of the platern) x 270 (direction of the round) plate 30x2- 3 mm.

FINISH

Hot dip galvanized UNE-EN ISO 1461, or in black

(without galvanizing)

DIMENSIONS ELECTRO-SOLDERED MESH (mm)

Standard Steps

®

®

Sheet steps
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Meshes

Meshes

30x30 mm. (34X38)

30x30 mm. (34X38)

2.000x1.000 mm

3.000x1.000 mm

Ø 4mm

Ø 4mm

190x1.000 mm

2.000x1.000 mm

1.000x1.000 mm

600x1.000 mm

800x270 mm Steps to weld or screw with antislip front

900x270 mm. Steps to weld or screw with antislip front

1000x270 mm. Steps to weld or screw with antislip front

DIMENSIONS (mm)

DIMENSIONS (mm)

Bearing Platens

25x2 mm

Bearing Platens

30x2 mm

Interwound

Interwound

2.000x1.000 mm*

*With safety mesh

800x1.000 mm

500x1.000 mm

500x1.000 mm

500x1.000 mm

250x1.000 mm

Meshes

30x30 mm. (34X38) 2.000x1.000 mm Ø 4mm

1.000x270 mm. Steps to weld or screw with antislip front

DIMENSIONES (mm)

Bearing Platens

30x3 mm

Interwound

Standard Pieces

®

®

Standard Gilled Pieces
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DIMENSIONS FOR HORIZONTAL USE (Industrial) (mm)

Dimensions of

the mesh

Thickness
Rods

Aprox. Weight
Kgs/m N/Galv.²

30x30mm (34x38) 4mm

13.50

19

15

22

26

29

38.20

61.50

22

28

info@galsusa.es

Platen
(mm)

25x2

25x3

30x2

30x3

35x3

40x3

50x3

60x4

30x2

30x3

Aprox. Weight
Kgs/m Galva.²

15

21.50

17.50

26.70

29

32

41.30

66.50

24.70

30.5

30x30mm (34x38)

WITH SAFETY MESH
8x8mm

4mm

Length of panel 6.100mm; width of panel 1.000 mm

DIMENSIONS FOR VERTICAL USE (DECORATIVE) (mm)

Dimensions of

the mesh

Thickness
Rods

Aprox. Weight
Kgs/m N/Galv.²

60x120mm (62x132)
4mm

7.60

8.70

Platen
(mm)

25x2

25x2

Aprox. Weight
Kgs/m Galva.²

8.60

9.85

Length of panel 6.072mm; width of panel 1.862 mm

60x60mm (62x66)

6.100

1.000

FINISH

Hot dip galvanized UNE-EN ISO 1461, or in black.

(without galvanizing)

ACCESSORIES

Fastening pieces for grilles 34X38 mm mesh.

(Hot Galvanized)

Horizontal panels
Electrically-soldered Grating

®

®
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